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Plastic Pitsetter - (PDVH-688-36HB-xx style)

SUBMITTAL INFORMATION 

Meter Box Cover and Extension 
Ring (Order Separately)

PIT DIAMETER
AND DEPTH

CATALOG
NUMBER

✓ SUBMITTED
ITEM(S)

36"x36" PDVH-688-36HB-36

36"x42" PDVH-688-36HB-42

36"x48" PDVH-688-36HB-48

36"x54" PDVH-688-36HB-54

36"x60" PDVH-688-36HB-60

36"x66" PDVH-688-36HB-66

36"x72" PDVH-688-36HB-72

36"x78" PDVH-688-36HB-78
Note:  “D” stands for Double Lid Cover

SERVICE
LINE

DEPTH
"A"

PVC
CYLINDER
LENGTH

"B"

TOTAL
PIT

DEPTH
"C"

36" 28" 40"
42" 34" 46"
48" 40" 52"
54" 46" 58"
60" 52" 64"
66" 58" 70"
72" 64" 76"
78" 70" 82"

Angle Check ValveAngle Key
Meter Valve

FEATURES
 • All brass conforms to AWWA Standard C800 (ASTM B-62 and ASTM B-584,
  UNS NO C83600 - 85-5-5-5)
 • All Ford Setters are assembled with lead-free solder.
 • Meter is held rigidly and at the proper height for easy installation and removal.
 • Meter Box Cover and Extension Ring are not included.  (Must be ordered separately.)
 • Service lines are a minimum of 2" from pit walls to prevent “frost jump” in colder climates.
 • Easy installation - simply make inlet and outlet connections and install cover.
 • When bottom of pit is below frost line, service and meter freeze-ups are greatly reduced or   
  eliminated by the circulation of air from the warmer soil at the pit base.
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